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Abstract—In recent years, the number of devices, 
applications and services based on a wireless connectivity has 
grown exponentially resulting in deep changes in our ways of 
living. New concepts such as the Internet of Things (IoT) 
associated with the connectivity of sensors and machines will 
amplify this phenomenon. The term "wireless" refers primarily 
to radio frequencies (30KHz to 300GHz), the main challenge is 
the saturation of the spectrum electromagnetic. In this paper, we 
give a survey of the most significant issues Li-Fi (Light Fidelity) 
systems that operate at short ranges. We consider the 
challenging issues facing these systems: link design and system 
requirements, transmitter and receiver structures, challenges 
and possible techniques to mitigate the impairments in these 
systems, applications in medicine and open research issues.  In 
Li-Fi, the data are transmitted in several bit-streams flickering 
of the LED bulb and decoded on the receiver side. This happens 
in the form of a binary transmission of data, where ‘0’ is the 
LED in its ‘off-state’ and ‘1’ is the LED in its ‘on-state’ [1]. We 
use this concept to transmit data (audio signal) to demonstrate 
the use-cases and the possible impact it can have in the ever 
growing field of communication. 

Keywords—Data transmission;Visible Light Communication; 
Li-Fi; 5G; Telemedecine. 

I. INTRODUCTION  

To cope with the increase in connectivity, many solutions 
and techniques advanced [1] are envisaged in future standards 
(5G) while trying to limit the cost energy and indirectly the 
carbon impact. An alternative solution to overcome 
problematic is to use complementary technology to radio 
frequencies beyond 300 GHz. This area is that of wireless 
optics. 

 Li-Fi (Light Fidelity) or VLC (Visible Light 
Communication) is a new visible light data transmission 
technology; there are waves between 390 nm (blue) and 780 
nm (red). While Wi-Fi (Wireless Fidelity) uses the radio part 
of the electromagnetic spectrum (frequency of 2.4 and 5 
GHz), the Li-Fi uses is the optical spectrum (frequency 
between 385 and 790 THz). Existing for several years in 
unidirectional low-speed version this smart and connected 
light takes a new dimension via new generation Li-Fi 
luminaries, bidirectional and high-speed allowing access to 
the internet by light. Fig. 2.  

Compared with RF (Radio Frequency) technologies, the 
Li-Fi technology has several advantages; a bandwidth 
available for this technology unlike radio-frequency 
technologies, the Li-Fi has a theoretical transmission potential 
much higher than wireless radio. This technology exploits the 
high frequency modulation capabilities of LEDs used in 
commercial lighting. It reaches speeds up to 10 Mbit / s at a 
distance of three meters, allowing fast Internet browsing, and 
even suitable for viewing online videos, using a luminous flux 
of less than 1,000 lumens with direct lighting or indirect. [2] 

LEDs can withstand micro-intensity variations that make 
them switch up to several million times every second. The use 
of LED semiconductor technology allows a theoretical 
switching of state (On-Off) of a billion times per second, 
which gives a theoretical flow of 1 Gb/s. Each light source 
(LED) can therefore be converted into a Li-Fi transmitter and 
allows the sending of information at high speed. [3] 

Machine-to-machine (M2M) technology Fig. 1. connects 
machines, devices and appliances wirelessly via a variety of 
communications channels, including IP (Internet Protocol) and  



SMS (Short Message Service), to deliver services with limited 
direct human intervention. The number of devices connected 
to IP (Internet Protocol) networks will be more than three 
times the global population by 2022. There will be 3.6 
networked devices per capita by 2022, up from 2.4 networked 
devices per capita in 2017[4]. There will be 28.5 billion 
networked devices by 2022, up from 18 billion in 2017[4]. 

In some cases, users would really like to directly 
communicate with one another at high speed, without routing 
messages through a network, such as machine-to-machine 
(M2M) and device-to-device (D2D) communications [5]. Two 
VLC transceivers such as smart phones or laptops can realize 
point-to-point communication directly [5]. Light 
communication becomes a feasible solution as well [5]. 

 

TABLE I.  DIFFERENCE BETWEEN LIFI AND WIFI 

Parameters LiFi WiFi

Standard IEEE 802.15.xx IEEE 802.11.xx

Frequency Band 1000 times of 
THz  

2.4 GHz 

Bandwidth Unlimited Limited 

Data Transmission Bits Radio waves

Transmitter LED Antenna 

Cost Low High 

Topology Point to point Point to multipoint

Electromagnetic 
Interference 

No Yes 

Broadcast Limited to the lighting 
zone 

Long range

Applications Operation theatres in 
the hospitals airlines, 
undersea explorations, 
, office and home 
premises for data 
transfer and internet 
browsing 

Internet browsing with 
the help of Wi-Fi 
hotspots 

Privacy Light is blocked by 
the walls and hence 
will provide more 
secure data transfer 

RF signal cannot be 
blocked by the walls 
and hence need to 
employ techniques to 
achieve secure data 
transfer. 

 

IEEE 802.15.7 [6] provides for the use of dimmers that 
regulate lighting intensity and electrical energy consumption. 
The use of a dimmer and the Li-Fi transmission circuit must 
guarantee the lighting efficiency of the lamps. In terms of 
infrastructure, the replacement of light bulbs for new LED 
bulbs will create a dual network functionality: lighting and 
communications. Visible light is so far from the RF band that 
no interference is possible with other equipment running on 
the RF, allowing the use of Li-Fi in hospitals and airplanes, 
safely. Li-Fi has a communication area that is limited to the 
lighting zone, which limits its reach to this area, but it can  

 

 
Fig. 1. Global M2M traffic growth. 

also be a security advantage. RF is, however, significantly 
less sensitive to noise than Li-Fi. Li-Fi comes in addition to 
RF communications, it does not replace them. Table 1 
presents a brief comparison between Wi-Fi communications 
and Li-Fi. 
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Fig. 2. Electromagnetic spectrum [7] [3]. 

II. BACKGROUND 

The wireless communication based on electromagnetic 
waves dates back to the photophone -a telecommunications 
device invented by Alexander Graham Bell in the late 19th-
that allows transmission of speech on a beam of light. The 
development of the wireless communication leads to advance 
research in Li-Fi technology [8]. This Visible Light 
Communications (VLC) technology is very new and was 
proposed by the German physicist Harald Haas in 2011[8].  

The idea is to transmit wireless data from each light bulb: 
« cleaner, greener, bright, ».  



 
Fig. 3. Light Fidelity technology [8]. 

This technology consists of insert a microchip in the LED 
lamp connected to an up-stream collection transmission 
source (optical fiber, CPL or DSL ...). Fig. 3. 

III. LI-FI NETWORKING 

The operation is based on a transmission block and a 
reception block in which is intercalated, in between, an 
optical channel the light-emitting diode is used, which can be 
switched on and off several thousand times per second 
imperceptibly by the eye; it can be used to transmit 
information according to the computer binary system. On, the 
LED transmits a bit (1); off, it produces a bit (0) [9].  

These extremely fast frequency changes (0 or 1) make it 
possible to transfer all types of video or audio data over a 
broadband connection. The transmission unit (central unit, 
Fig. 3) is a Li-Fi router which supplies the lighting system 
with electricity and data, while the reception block is a 
mobile terminal (cellular telephone or conventional tablet) 
which decrypts the signal bright thanks to a sensor that 
modulates it into a very high frequency Internet signal [9].  
 

 
Fig. 4. Design of a Li-Fi architecture within the hospital [9]. 

According to the IEEE 802.15.7 [10] standard, the low bit 
rate for a PHY I layer is modulated with OOK (on off keying) 
or VPPM (variable pulse position modulation) modulation. 
The rate reaches 100 kb / s in the first case for a frequency a 
clock rate of 200 kHz and 266.6 kb / s with a clock rate of 
400 kHz for VPPM modulation. When uses a PHY II layer, a 
120 MHz clock OOK modulation allows to transmit 96 Mb / 
s. The use of a VPPM modulation with a clock frequency of 
7.5 MHz makes it possible to reach 5 Mb /s. The PHY III 

layer is reserved for color modulation shift keying (CSK) that 
requires multi-chip LEDs; it can transmit 96 Mb/s in 16-CSK 
mode with a clock frequency of 24 MHz. Rates higher values 
have been experimentally established with quadrature 
amplitude modulation (QAM). This one is accompanied by a 
process of coding digital signals by distribution in orthogonal 
frequencies in the form of multiple sub-carriers (OFDM: 
orthogonal frequency division multiplexing). 
Other schemes, such as amplitude modulation and carrier less 
phase (CAP), have achieved data rates greater than 1 Gb / s 
[11]. It remains to orient research on reception optics to 
widen the scope of detection. 

IV. EXAMPLE OF IMPLEMENTATION  

This personal work consists of developing a circuit 
capable of transmitting an audio signal via visible light, the 
objective here is to highlight the potential of the visible 
spectrum in the field of information transmissions. This 
system combines two sections, the section emitting an audio 
signal applied to the base that will be emitted as light by light 
emitting diodes as for the receiving section it allows to 
receive this message using a phototransistor to convert it into 
an electrical signal. 
We try to explain through this work, how to design a simple 
visible light audio link that is used to transmit wireless audio 
signals. This visible light audio connection makes it possible 
to transmit audio signals up to 4 meters. An 8ohm speaker or 
headphone is connected to the receiver section to listen to the 
transmitted signal. 

The principle in this circuit is visible light 
communication. It is used only for short-range line of sight 
communications. In the electromagnetic spectrum, the rays of 
light are wavelengths longer than the wavelengths of normal 
light. These light beams are visible to the human eye, and we 
can visualize them. 
Li-Fi uses light to transmit data unlike Radio waves [12]. Li-
Fi can be defined as [19] “Li-Fi is high speed bi-directional 
networked and mobile communication of data using light. 
Multiple light bulbs form a wireless network, offering a 
substantially similar user experience to Wi-Fi except using 
the light spectrum [18]”. 
Every LED lamp should be powered through a LED driver 
[12], this LED driver will get information from the Internet 
server and the data will be encoded in the driver [12]. Based 
on this encoded data the LED lamp will flicker at a very high 
speed that cannot be noticed by the human eyes [12]. But the 
photo detector on the other end will be able to read all the 
flickering and this data will be decoded after amplification 
and processing [12]. The data transmission will be faster than 
RF. Here we are using Solar panel, photodiode or photo 
transistor at the receiving end to sense light. [5] 

The work consists of two parts: 

• Main idea: deals with the problem of the transmission  
by visible light of a functional approach. 
The Li-Fi technology unlike the radio-wave technology is 
still appreciated because of its significant security 



advantages, since it is not possible to intercept data from 
outside the room or building. In terms of electromagnetic 
disturbances, in itself, the optical light does not cause any 
electromagnetic disturbance. LED lamps must, however, be 
installed correctly to avoid any disturbance. 

• Identification of the blocks and realization of the 
prototype:  
 

 
 

 
 
 

 
 
 
 
 
 
 
 

Fig. 5. Basic block diagram of Li-Fi system. 

 

Fig. 6. Digital drivers: (a) single transistor, (b) single transistor inverter, and 
(c) complementary inverter 

a) The emission block: Digital LED drivers allow the LED 
modulation in the digital domain (on–off). The common 
applications require the LED current control from an input 
signal that usually has a fixed voltage and low current 
capability. Thus, an active circuit is needed to drive the 
required current through the LED. Fig. 6. depicts three 
configurations used in digital LED drivers. The metal-oxide-
semiconductor field-effect transistor (MOSFET) is the 
preferred active device in the digital domain for its low 
conduction resistance, RDS_ON. Thus, at low RDS_ON 
values, the MOSFET can simultaneously handle high currents 
and achieve low-power dissipation: [15]. 
 The circuit in Fig. 6.a uses a transistor in series with the 
LED. As Vin increases, the current in the transistor rises, thus 
the LED current also rises. The current is limited by the 
resistor R, according to Ohm’s law, which is given by: 
ୈܫ                            = ( ାܸ − ܸୈ)/ܴ                               (1) 
b) The reception block: the receiver will have the task of 
capturing the light signal emitted by the LEDs by means of 
the phototransistor which will then be translated into an 
amplified electrical signal by means of a Darlington transistor 
which is the combination of two bipolar transistors of the 
same type. 

 

 
Fig. 7. LED efficacy improvement [14]. 

          
Fig. 8. The experimental setup 

 LED lighting constraints: LED lighting constraints are 
crucial to modulation and signal processing for VLC systems, 
which include dimming control, chromaticity control, and 
flicker-free communication [5]. LEDs are also the main 
source of nonlinearity in optical systems, and it has to be 
taken into account when modulating as amplitude distortion 
occurs, having a significant impact on the performance of the 
optical system [5] [10].  
Interference and Noise. Other artificial and natural light 
sources such as fluorescent, incandescent and sunlight create 
background noise and interference as it shares the same 
wavelength band as the VLC transmission [5]. This  
interference must be removed at the receiver. Optical filters 
are a simple method to eliminate the  majority of interference 
from natural and artificial sources. 
Levels of illumination. Since VLC is based on an 
illumination source, there is an important task in minimizing      
the degradation of information transmission performance 
when the level of illumination changes [5], up to the point of 
being able to transmit even in those situations when lights are 
usually off the transmission within acceptable performance, 
which require techniques to control the LED power and the 
data transmission and dimming control functions Line of 
sight (LOS (line of sight)). [10]  
Indoor VLC is built for LOS. Receivers are expected to have 
a clear LOS to the lighting system [5]. Visible light signals 
can be reflected but does not penetrate most of objects which 
can be a disadvantage and distributed lighting sources must 
be provided to maintain a high SNR (signal to noise ratio) 
throughout [5]. If light levels are low and VLC receivers do 

Converter Data Input 

Output 

LED Driver 

Original 
message Photo diode receiver Amplifier 

High illuumination 
LED 

Transmitter 

Receiver 

 Received signal 

Transmitted signal 



not have LOS, communication is greatly limited and hence 
the data rate reduces [5]. Therefore, it is also important to 
analyse the shadowing effect and find possible solutions to it 
[19]. Mobility. OWC (Optical Wireless Communication) 
systems are required to allow for user mobility [19]. If the 
receiver or transmitter is mobile, the link can be lost due to 
movement or rotation of the terminal [5]. Hence, it is 
necessary and important to have link recovery [5], rate 
adaptive techniques and handover mechanisms to maintain 
the communications. Such problems are challenging and need 
to be investigated [5].   
Besides generating and capturing the light signals, additional 
hardware is needed to filter and interpret these signals. For 
example, a suitable band pass filter can be used to filter out 
incoming signals with frequencies other than those desired; 
an optical filter can be a good way to filter out light of other 
wavelengths; a lens to focus incoming light can be suitable if 
the light intensity is low [19]. In the case of digital data 
transmissions, a digital signal processor at both ends of the 
system is required to process incoming and outgoing data. 

V. CONCLUSION  

     The main future use of Li-Fi seems to be the relief of 
different networks namely: 3G, 4G, Wi-Fi. In this 
perspective, there is a technology currently under study: 5G 
This technology will use these 4 kinds of networks so as not 
to clutter them. For example, if someone picks up Wi-Fi or 
Li-Fi at home, goes out and travels to their place of work, the 
most powerful and appropriate network will take over. In this 
case, surely that once outside it will capture 3G or 4G. [16] 

Visible light communication technologies currently in 
development can overcome some of these shortcomings, and 
even create new ones opportunities. The technological bases 
used by these new means of communication, like LED, are 
maturing [5]. This will allow good performance technical and 
energy as well as a cost of deployment content. Many 
applications are possible: from Li-Fi communication between 
computer to geolocation through the communication between 
cars. However, the visible light communication technology 
seems for the moment be better suited for professional use 
due to lack of consumer equipment compatible. The 
establishment and democratization of Li-Fi will be a real 
challenge, its many advantages will make it a technology of 
the future, but its disadvantages will not make it a total 
replacement technology of the communication systems based 
on radio waves. Its place will be to take among these radio 
technologies for particular uses [13] [16]. 

OledComm in collaboration with a hospital in the south of 
France is being tested on this project. Also, we can think of a 
utility of this network in the factories of production, where at 
the moment one favors the wire networks rather than wireless 
[14]. LED is a natural transmitter and can easily broadcast 
information, which can be embedded in LED displays and 
screens in different public areas, such as waiting hall at the 
airports and train stations, and sent to passengers. If an image 
sensor in a camera is used as signal detector, optical camera 
communication (OCC) could receive the broadcasting 
information [5] [17].  In shopping malls and outlets, 

merchandise and advertisement information can be 
broadcasted to customers through lighting LEDs or signage. 
Exhibitions, galleries, and museums are also ideal places to 
use LEDs for seamless information broadcasting [5]. 

REFERENCES  
[1] C. X. Wang et al., "Cellular architecture and key technologies for 5G 

wireless communication networks," in IEEE Communications 
Magazine, vol. 52, no. 2, pp. 122-130, February 2014.  

[2] J. Garcia-Marquez and S. Topsu, LES COMMUNICATIONS par 
lumière visible: le Li-Fi, March 2017.  

[3] Moodle, La technologie LiFi, 2017.  

Website: https://moodle.lyceecolbert-tg.org/course/view.php?id=31.  

[4] Internet of Things : the evolution of M2M, GSMA Intelligence. 
Sources: Industry estimates for IoT and total M2M connections; 
GSMA Intelligence for cellular M2M connections.  

[5] Z. Wang, QI Wang, W. Huang and Z. XU, Visible Light 
Communications Modulation and Signal Processing, IEEE Pres, 
November 2017.  

[6] LAN/MAN Standards Committee, IEEE standard for local and 
Metropolitan area networks Part 15.7: Short-Range Wireless Optical 
Communication Using Visible Light. IEEE (New York) 2011.  

[7] C. Le Bas, Système de télésurveillance médicale utilisant la 
technologie de transmission optique sans fil, Limoges University, 
France, Novembre 2017, p. 14.  

[8] H. Haas, LiFi is a paradigm-shifting 5G technology, Reviews in 
Physics 3 (2018) 26-31.  

[9] A. Fauteux, Le LiFi, l’Internet sans fil à DEL, La MAISON DU 21e 
SIECLE, November 2017.  

Website: https://maisonsaine.ca/actualites/le-lifi-linternet-sans-fil-a-
del.html.  

[10] Y. Wang, X. Huang, L. Tao, J. Shi and N. Chi, 4.5-Gb/s RGB-LED 
based WDM visible light communication system employing CAP 
modulation and RLS based adaptive equalization, Opt. Express, 23 
(10), 13626-13633 (2015).  

[11] H. Haas, Wireless data from every light bulb, TED Global, August 
2011.  

[12] R. Jain, Audio Transfer using Li-Fi Technology, CircuitDigest, July 
2018. 

Website: https://circuitdigest.com/electronic-circuits/audio-transfer-
using-lifi-technology. 

[13] S. Lelux, LIFI – Light Fidelity : Internet par lampe LED – 14 milliards 
de point LIFI d’ici 2020 ans. est-ce réaliste? LiFi – Li-Fire and Visible 
Light Communication – concept and reality, Tactis, April 2018. 

[14] C. Handleman, LEDs Becoming the New Normal Well Played George 
Bush, The Handleman Post, December 2013.  

Website: https://handlemanpost.wordpress.com/2013/12/17/kudos-to-
george-bush/. 

[15] L. N. Alves, L. Rodrigues, J. L. Cura, Lighting and Communications: 
Devices and Systems In Visible Light Communications (pp. 9-70). 
CRC Press. 2017.  

[16] A. Bouarfa, Conception et implémentation d’un système LiFi, 
AbouBekr Belkaid University, p. 31, Algeria, June 2017.  

[17] W. Huang, P. Tian, and Z. Xu, “Design and implementation of a real-
time CIM-MIMO optical camera communication system,” Opt. Exp., 
vol. 24, no. 21, pp. 24567–24579, Oct. 2016. 

[18] LiFi: The Future Internet of Flight, pureLifi. 

Website: https://purelifi.com/pdt-astronics-purelifi-future-internet-of-
flight/  

[19] Z. Ghassemlooy, W. Papoola, S. Rajbhandari, Optical Wiireless 
Communications: System and Channel Modelling with MATLAB, 
CRC Press, 2013. 

 

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.7
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /blex
    /blsy
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /Cmb10
    /CMB10
    /Cmbsy10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /Cmbx10
    /CMBX10
    /Cmbx12
    /CMBX12
    /Cmbx5
    /CMBX5
    /Cmbx6
    /CMBX6
    /Cmbx7
    /CMBX7
    /Cmbx8
    /CMBX8
    /Cmbx9
    /CMBX9
    /Cmbxsl10
    /CMBXSL10
    /Cmbxti10
    /CMBXTI10
    /Cmcsc10
    /CMCSC10
    /Cmcsc8
    /CMCSC8
    /Cmcsc9
    /CMCSC9
    /Cmdunh10
    /CMDUNH10
    /Cmex10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /Cmff10
    /CMFF10
    /Cmfi10
    /CMFI10
    /Cmfib8
    /CMFIB8
    /Cminch
    /CMINCH
    /Cmitt10
    /CMITT10
    /Cmmi10
    /CMMI10
    /Cmmi12
    /CMMI12
    /Cmmi5
    /CMMI5
    /Cmmi6
    /CMMI6
    /Cmmi7
    /CMMI7
    /Cmmi8
    /CMMI8
    /Cmmi9
    /CMMI9
    /Cmmib10
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /Cmr10
    /CMR10
    /Cmr12
    /CMR12
    /Cmr17
    /CMR17
    /Cmr5
    /CMR5
    /Cmr6
    /CMR6
    /Cmr7
    /CMR7
    /Cmr8
    /CMR8
    /Cmr9
    /CMR9
    /Cmsl10
    /CMSL10
    /Cmsl12
    /CMSL12
    /Cmsl8
    /CMSL8
    /Cmsl9
    /CMSL9
    /Cmsltt10
    /CMSLTT10
    /Cmss10
    /CMSS10
    /Cmss12
    /CMSS12
    /Cmss17
    /CMSS17
    /Cmss8
    /CMSS8
    /Cmss9
    /CMSS9
    /Cmssbx10
    /CMSSBX10
    /Cmssdc10
    /CMSSDC10
    /Cmssi10
    /CMSSI10
    /Cmssi12
    /CMSSI12
    /Cmssi17
    /CMSSI17
    /Cmssi8
    /CMSSI8
    /Cmssi9
    /CMSSI9
    /Cmssq8
    /CMSSQ8
    /Cmssqi8
    /CMSSQI8
    /Cmsy10
    /CMSY10
    /Cmsy5
    /CMSY5
    /Cmsy6
    /CMSY6
    /Cmsy7
    /CMSY7
    /Cmsy8
    /CMSY8
    /Cmsy9
    /CMSY9
    /Cmtcsc10
    /CMTCSC10
    /Cmtex10
    /CMTEX10
    /Cmtex8
    /CMTEX8
    /Cmtex9
    /CMTEX9
    /Cmti10
    /CMTI10
    /Cmti12
    /CMTI12
    /Cmti7
    /CMTI7
    /Cmti8
    /CMTI8
    /Cmti9
    /CMTI9
    /Cmtt10
    /CMTT10
    /Cmtt12
    /CMTT12
    /Cmtt8
    /CMTT8
    /Cmtt9
    /CMTT9
    /Cmu10
    /CMU10
    /Cmvtt10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Dcb10
    /Dcbx10
    /Dcbxsl10
    /Dcbxti10
    /Dccsc10
    /Dcitt10
    /Dcr10
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /DoulosSIL
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KristenITC-Regular
    /KrutiDev040Bold
    /KrutiDev040BoldItalic
    /KrutiDev040Condensed
    /KrutiDev040Italic
    /KrutiDev040Thin
    /KrutiDev040Wide
    /KrutiDev060
    /KrutiDev060Bold
    /KrutiDev060BoldItalic
    /KrutiDev060Condensed
    /KrutiDev060Italic
    /KrutiDev060Thin
    /KrutiDev060Wide
    /KrutiDev070
    /KrutiDev070Condensed
    /KrutiDev070Italic
    /KrutiDev070Thin
    /KrutiDev070Wide
    /KrutiDev080
    /KrutiDev080Condensed
    /KrutiDev080Italic
    /KrutiDev080Wide
    /KrutiDev090
    /KrutiDev090Bold
    /KrutiDev090BoldItalic
    /KrutiDev090Condensed
    /KrutiDev090Italic
    /KrutiDev090Thin
    /KrutiDev090Wide
    /KrutiDev100
    /KrutiDev100Bold
    /KrutiDev100BoldItalic
    /KrutiDev100Condensed
    /KrutiDev100Italic
    /KrutiDev100Thin
    /KrutiDev100Wide
    /KrutiDev120
    /KrutiDev120Condensed
    /KrutiDev120Thin
    /KrutiDev120Wide
    /KrutiDev130
    /KrutiDev130Condensed
    /KrutiDev130Thin
    /KrutiDev130Wide
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MTExtraTiger
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SILDoulosIPA
    /SimHei
    /SimSun
    /SimSun-PUA
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /SymbolTiger
    /SymbolTigerExpert
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Tiger
    /TigerExpert
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata pogodnih za pouzdani prikaz i ispis poslovnih dokumenata koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


